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SPO-P-500 MINI PORTABLE ROUND-TRIP EQUIPMENT

SPO-P-500mini Portable lightweight round-trip equipment, while retaining 
the basic advantages of the standard SPO-P-500/1000 electric winch 
(complete with a log recorder, laptop and electric generator, it is a fully-
fledged autonomous logging station), has lower weight and dimensions, ideal 
for geophysical surveys of shallow holes (up to 200-250 m).

Maximum speed of round-trip operations, m/hour 1200/600

Electric motor power, kW 0.24

DC mains supply, V 12/24

Winch drum maximum capacity (cable diameter ~5 mm), m 250

Weight of 100 m of KG 3-0,2-15-150 or KG-3-0,12-18-150 cable, 
kg 10

Cable traction pull on the middle of the drum, N 500

Tool dimensions, mm
-	 lenght
-	 width
-	 height (with removable frame)

up to 540
up to 470
up to 450

SPO-P-500mini weight (without cable), kg                                    up to 33

COMPLETENESS OF EQUIPMENT:
• gearmotor (12 V or 24 V DC power supply);
• miniature «dry» electric manifold;
• casing-head pulley;
• 4,8-mm cable KG-3-0,2-15-150 up to 250 m;
•  NKB 3-36 standard cable head;
• control console consisting of an electric motor controller, logging monitoring 
device (DShK, DMM), depth meter;
• mechanical cable layer; • mechanical braking gear

SPECIFICATIONS

Surface equipment
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